ABSTRACT
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LPG gas is a flammable gas with a fairly high explosive power, so that if there is a leak in the LPG cylinder it can cause a fire. Utilization of LPG gas as fuel for kitchen equipment, including gas stoves. Therefore, an LPG gas leak detector is needed for safety and security in the home.
It is necessary to design a tool that is able to detect gas leaks in order to prevent the risk of fire at a location due to gas leaks. This tool uses MQ-2 and MQ-6 sensors. If a gas leak occurs, the MQ-2 and MQ-6 sensors will provide a hazard notification via Blynk and the servo motor will work or rotate. This tool uses the Wemos D1 R1 Microcontroller as its controller.
The tool that has been made works automatically, if a gas leak occurs, the MQ-2 and MQ-6 sensors will detect it and the Microcontroller will process the data and then display the ppm value of the LPG gas leak on Blynk. If the ppm value of the leaked gas exceeds 120 ppm as specified, the buzzer will sound to provide a warning sign, and the ppm value will appear in the Blynk Apk sending the ppm value to the user.
The test was carried out 12 times with the distance between the detector and the object varied with the position of the detector placed above, sideways and parallel. The position of the LPG gas leak detector and the object greatly affects the operating system of the MQ-2 and MQ-6 sensors because the longer the gas leak occurs, the higher the ppm value read. When tested with a time starting from 0 to 5 seconds, 0 to 60 seconds and the position of the gas leak detector above the gas cylinder regulator, the highest value was 401 ppm. In the tool validation assessment, the results were 81.67, which stated that the tool was very appropriate for the objectives and hypotheses that had been formulated.
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Gas LPG merupakan gas yang mudah terbakar dengan daya ledak yang cukup tinggi, sehingga jika terjadi kebocoran pada tabung LPG dapat menimbulkan kebakaran. Pemanfaatan gas LPG sebagai bahan bakar peralatan dapur, termasuk kompor gas. Oleh karena itu, diperlukan alat pendeteksi kebocoran gas LPG untuk keselamatan dan keamanan di dalam rumah.
Perlu dirancang suatu alat yang mampu mendeteksi kebocoran gas guna mencegah terjadinya resiko kebakaran pada suatu lokasi akibat kebocoran gas. Alat ini menggunakan sensor MQ-2 dan MQ-6. Apabila terjadi kebocoran gas, sensor MQ-2 dan MQ-6 akan memberikan notifikasi bahaya melalui Blynk dan motor servo akan bekrja atau memutar. Alat ini menggunakan Mikrokontroller Wemos D1 R1 sebagai pengontrolnya.
Alat yang telah dibuat bekerja secara otomatis, jika terjadi kebocoran gas maka sensor MQ-2 dan MQ-6 akan mendeteksinya dan Mikrokontroller akan mengolah datanya kemudian menampilkan nilai ppm kebocoran gas LPG pada Blynk. Apabila nilai ppm gas bocor melebihi 120 ppm sesuai yang ditentukan maka akan berbunyi buzzer untuk memberikan tanda peringatan, dan nilai ppm akan muncul di Apk Blynk mengirimkan nilai ppm kepada pengguna.
Pengujian dilakukan sebanyak 12 kali dengan jarak detektor ke benda divariasi dengan posisi detektor diletakkan atas, samping dan sejajar. Posisi alat pendeteksi kebocoran gas LPG dan objek sangat mempengaruhi sistem pengoperasian sensor MQ-2 dan MQ-6 karena semakin lama terjadi kebocoran gas maka nilai ppm yang terbaca semakin tinggi. Saat diuji dengan waku mulai dengan 0 sampai 5 detik, 0 sampai 60 detik dan posisi alat pendeteksi kebocoran gas diatas regulator tabung gas, nilai tertingginya adalah 401 ppm. Pada penilaian validasi alat mendapatkan hasil sebesar 81,67  yang menyatakan alat sudah sangat sesuai dengan tujuan dan hipotesis yang telah dirumuskan.
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